
High �re rating - Self extinguishing

Impact resistant and durable

High light transmission

“Water-Clear” Clarity

Excellent chemical resistance

Optional UV resistance coating on one side

Optional high-impact to limit fragility

Easily thermoformed and fabricated

Optional anti-glare �nish on one side to eliminate

disturbing glare

POLYCARBONATE SHEETS
Solid series

Bene�t

OFFERS A UNIQUE COMBINATION OF MATERIAL
PROPERTIES THAT MAKES IT SUPERIOR TO OTHER
THERMOPLASTIC MATERIALS OR GLASS, MAKING IT THE
IDEAL PRODUCT FOR ROOFING, GLAZ ING AND 
FABRICATION.

Advantages

It provides unbeatable impact resistance, 200 times
stronger than glass, providing
protection against breakage and shattering. It easily
withstands a blow of a hammer, hence it is extremely
suitable for use in safety glazing applications, in vandal
prone areas or in applications which require enhanced
shatter resistance protective screening.

LIGHTING
SHOP SHOW COVER
ROOFING
ADVERTISING PANEL
SIGNAGE
SOUNDBARRIER

NATTHROOM
CANOPY/CARPORT
SKYLIGHT,COVERED
WALK WAYS

Application

QUALITY-WARRANTY

Y VL IO D AP

10
year
10
year

Calidad 

óptica

Peso 

liviano

Resistencia 

al impacto

Material 

sostenible

www.os-factory.comwww.os-factory.com

TEL: 0086-573-87295310
FAX: 0086-573-87805310
MOBILE: 0086-18067071313

E-MAIL: oasis@os-factory.com
MSN: bruce_sheng@hotmail.com
SKYPE: bruce_sheng84

HAINING OASIS BUILDING MATERIAL CO.,LTD
MANAGER: Bruce.Sheng
ADD: Shanhong road, Yuanhua Town, Haining City, Zhejiang, China
OFFICE: Room 1921, Hongyun Mansion, Nongfeng road, Haining city,Zhejiang.

OASIS



Flat clear sheets

WindLoad

Areas

Chemical

Resistance

Energy

Saving

UV

protect

Sheet Glazing Guide-lines
installation

Sheet Glazing System
after installation

sheet edge engagement
± 20 mm

Dry Glazing Install

Final

Wet Glazing Install

Accessories

Standard Dimensions

Curved install Dry & Wet Glazing Install System

Metal frame Glazing filler tape

A

A

B

Rubber

profile

gasket

Alu-Frame

Bott may rest on sash

Gasket

Sealant

Bead

Wooden
Frame

support/glazing

F

Sheet thickness "t"

Span width "S"

Radius "R"

alu. clamping cover profile

upstand

Aluminum Edge Pro�le

Side Spacer Pro�le

Base Pro�le Anchoring Screw (1¼”)

Polygal Sheet Anchoring Screw (2”)

Bell Seal

Anchor trim to aluminium cap pro�le

Connection trim covering

Aluminium Connecting Cap Pro�le

Aluminium Base Pro�le

EPDM Glazing Gasket

Detalle sistema de 
acristalamiento orientado 

Detalle sistema de 
acristalamiento húmedo 

Detalle del sistema 
de acristalamiento 

Detalle del sistema 
de acristalamiento híbrido. 

Thickness
(mm)

Width x Length Min.Bend Radius Effect of the sound Transmittance
(mm) (mm) (db) (%)

1 150 2222 90

1200 31 82

375-900 25-29 87-83

300 24 88

225 23 89

1350-1800 31.5-34 81-78

1220 x Unlimited

1250 x Unlimited1.5

2

2100 x Unlimited

2100 x Unlimited

2100 x Unlimited

2.5 - 6

8

9 - 12 

*Other dimensions are available on special order, subject to minimum quantity.

Polycarbonate Solid sheets
High transparenc

Thermal expansion
allowance
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